
 

 

Liq-Glass PG
Specification Sheet (Part #238515)

 The Liq-Glass PG pH electrode is an entry level sensor for chemical or waste water applications and low

process temperatures.

 Product Specifications

a-length 120 mm

ATEX Approval CE 0035 II 1/2 G Ex ia IIC T4/T5/T6

Autoclavable No

Certificate No

CIP No

Diameter 12 mm

Diaphragm Ceramic

Electrical Connector S8

Electrolyte Viscous 3 M KCl-LR

Liquid Earth No

Measurement Principle Combination electrode; pH potential measured against reference

Measuring Range pH 1 to 12

Medium Affected Materials Glass, EPDM

Membrane Hamilton type F glass

Membrane Shape Cylindrical

Number of Diaphragms 3

O-ring material EPDM (FDA approved)
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 (mm)  120    
 (mm) 12  3mol KCl-Pharma 
 S7   

    
   HAMILTON HF glass 
     
 pH 0 ~ 14  ×   

 15mm ×  1 
 57 ~ 59 mV / pH 25    Ag/AgCl 

 0 20 mV    
 -10~ 60    

    
   pH4.01/pH7.00 

SIP     
CIP     
Autoclavable    HAMILTON 3mol KCl 
    

  

 

Gel-Glass
Specification Sheet (Part #238025)

 A maintenance-free electrode with excellent value, and well suited for everyday applications.

 Product Specifications

a-length 120 mm

ATEX Approval No

Autoclavable No

Certificate Yes, with measured values in Buffer pH 4.01 and pH 7.00

CIP No

Diameter 12 mm

Diaphragm Ceramic

Electrical Connector S7

Electrolyte Viscous 3 M KCl-Pharma

Liquid Earth No

Measurement Principle Combination electrode; pH potential measured against reference

Measuring Range pH 0 to 14

Medium Affected Materials Glass

Membrane Hamilton type HF glass

Membrane Shape Cylindrical

Minimum Immersion depth 15 mm

Number of Diaphragms 1

ゲルガラス電極 
文書番号：TCS5-33007 

pH 測定を始めよう 

ゲルグラス電極 

製品番号 特徴を表すキーワード 外 観／名 前 特 徴 

TCS5-33007 
 

▷日常の測定 
▷エントリーモデル 
▷15mm浸漬 

 
 

 

日々の水質検査等で用いる標準的な電極です。 

耐久性を持つ HF ガラスの採用により毎日安心して使用でき

ます。 

参照電極電解液は粘性を持ち長期使用で消耗を防ぎます。 

ガラス：HF 

隔膜：セラミック 

電極：Ag/AgCl 

参照電極電解質：粘性 3mol/L KCl 

 




