
 

 

Liq-Glass PG
Specification Sheet (Part #238515)

 The Liq-Glass PG pH electrode is an entry level sensor for chemical or waste water applications and low

process temperatures.

 Product Specifications

a-length 120 mm

ATEX Approval CE 0035 II 1/2 G Ex ia IIC T4/T5/T6

Autoclavable No

Certificate No

CIP No

Diameter 12 mm

Diaphragm Ceramic

Electrical Connector S8

Electrolyte Viscous 3 M KCl-LR

Liquid Earth No

Measurement Principle Combination electrode; pH potential measured against reference

Measuring Range pH 1 to 12

Medium Affected Materials Glass, EPDM

Membrane Hamilton type F glass

Membrane Shape Cylindrical

Number of Diaphragms 3

O-ring material EPDM (FDA approved)
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Polilyte Lab
Specification Sheet (Part #238403)

 Polilyte Lab electrodes offer the advantage of being maintenance free with the accuracy and stability required

by laboratory electrodes. Thanks to the Single Pore, clogging of the diaphragm is virtually impossible.

 Product Specifications

a-length 120 mm

ATEX Approval No

Certificate Yes, with measured values in Buffer pH 4.01 and pH 7.00

CIP No

Diameter 12 mm

Diaphragm Single Pore

Electrical Connector S7

Electrolyte Polisolve

Liquid Earth No

Measurement Principle Combination electrode; pH potential measured against reference

Measuring Range pH 0 to 14

Medium Affected Materials Glass

Membrane Hamilton type HF glass

Membrane Shape Cylindrical

Minimum Immersion depth 15 mm

Number of Diaphragms 1

ポリライトラボ電極 
文書番号：TCS5-33010 

電解液はポリマーへ 高い精度、応答性、耐久性 

ポリライトラボ電極 

製品番号 特徴を表すキーワード 外 観／名 前 特 徴 

TCS5-33010 ▷ラボ環境の標準 
▷電極方向性がありません 
▷高い精度と耐久性 
▷15mm浸漬 

 
 

 

精度及び再現性が要求されるときに選択します。 

高い耐久性を持つ HFガラス 

シングルポアによる液絡部目詰まり防止構造 

溶出劣化の無い参照電極エバーレフ B  

ポリマー電解質の採用により電極方向性を持ちません 

ハミルトンの品質/技術を代表する電極です。 

ガラス：HF 

隔膜：シングルポア 

参照電極：エバーレフ B 

参照電極電解質：ポリソルブ 

 

Electrodes for general laboratory applications Electrodes for general laboratory applications

ACCESSORIES ON PAGE 14

Specifi cations:
pH: 0 to 14 T: -10 to 100°C
Electrolyte: 3M KCl (refi llable) Shaft material: glass
Diaphragm: ceramic Reference system: EVEREF

POLILYTE LAB PN 238403 Polilyte Lab

Temperature sensor: no
Electrical connection: S7 connector head

SINGLE PORE GLASS PN 238160  Single Pore Glass

• Highest accuracy and fast response time thanks to patented SINGLE PORE diaphragm 
• Robust design for easy cleaning
• Wide applicability, use for emulsions, ion-weak media or general laboratory applications
• Reported by PTB to be the most accurate laboratory electrode tested
• Minimal alkali error
• Serial number, certifi cate

Specifi cations:
pH: 0 to 14 T: 0 to 100°C
Electrolyte: SKYLYTE-CL (refi llable) Shaft material: glass
Diaphragm: SINGLE PORE Reference system: EVEREF
Temperature sensor: no Electrical connetion: S7 connector head

POLILYTE LAB TEMP PN 242059  Polilyte Lab Temp BNC/Cinch
 PN 242060  Polilyte Lab Temp BNC
 PN 242058  Polilyte Lab Temp DIN
 PN 242062  Polilyte Lab Temp Lemo

Temperature sensor: NTC 30 kOhm (PN 242058, 242059): Pt1000 (PN 242060, 242062)
Electrical connection:  

 PN 242059: 1m BNC cable / 1 x cinch plug

 PN 242060: 1m BNC cable / 1 x 4 mm banana plug

 PN 242058: 1m DIN cable / 1 x 4 mm banana plug

 PN 242062: 1m LEMO cable / 2 x 2 mm banana plug
 (2 adapters for 4 mm banana plug included)

 PN 242060: 1m BNC cable / 1 x 4 mm banana plug

 PN 242059: 

POLILYTE LAB Family

• Maintenance-free, robust, combination easy-to-use pH electrode
• Universally applicable, well suited for measurements in emulsions and suspensions
• Thanks to the SINGLE PORE clogging of the diaphragm is practically impossible
• Serial number, certifi cate

Specifi cations:
pH: 0 to 14 T: -10 to 80°C
Electrolyte: POLISOLVE (maintenance-free) Shaft material: glass
Diaphragm: SINGLE PORE Reference system: EVEREF-B

 PN 242058: 1m DIN cable / 1 x 4 mm banana plug

 PN 242062: 1m LEMO cable / 2 x 2 mm banana plug
 (2 adapters for 4 mm banana plug included)
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